
Shower Filter and Shower Head Installation Guide

This guide explains how to install and maintain a universal inline shower filter and shower head system.
The process usually takes less than 10 minutes and does not require special tools.

Tools You May Need

1 Adjustable wrench (optional)

2 Plumbers tape (Teflon tape)

3 Clean cloth or towel

Typical Parts Included

Part Description

Shower Filter Housing Inline filter unit that connects between pipe and shower head

Filter Cartridge Replaceable filtration cartridge

Shower Head Attaches to the outlet of the filter housing

Rubber Washers Helps prevent leaks at threaded connections

Installation Steps

1 Remove your existing shower head from the shower arm.

2 Clean the threads on the shower arm and wrap them with plumbers tape.

3 Attach the shower filter housing to the shower arm and hand tighten.

4 Insert the filter cartridge into the housing if it is not pre installed.

5 Attach the shower head to the outlet of the filter housing.

6 Turn on the water slowly and check all connections for leaks.

First Use Flushing

Run hot water through the system for about one to two minutes before first use. This flushes out any
carbon dust or manufacturing residue from the filter cartridge.



Filter Replacement

1 Replace the filter cartridge about every 3 to 6 months.

2 Turn off the shower and unscrew the filter housing.

3 Remove the old cartridge and insert the new cartridge.

4 Reassemble the housing and check for leaks.

Helpful Tips

1 Always use rubber washers to prevent leaks.

2 Do not overtighten threaded connections.

3 If leaks occur remove the connection and apply new plumbers tape.


